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PRIODOOR RTH
Inspection door for  
installation shafts

Fire resistance over 30 or 90 minutes

Fire-tested from the inside and the outside 

Self-closing 

Smokeproof



THE REQUIREMENTS OF ... 

The high-rise buildings directive 
The regulatory framework for technical 
building regulations 
The pipe system directive
DIN 4102 Part 11



Fire resistance over 30 or 90 minutes
Fire-tested from the inside and the outside
Self-closing
Smokeproof
Maximum temperature increase on the 
non-exposed side 180 K
Non-combustible

The high-rise buildings directive 
The regulatory framework for technical 
building regulations 
The pipe system directive
DIN 4102 Part 11

... ARE FULFILLED
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Wall types

 � Solid walls of reinforced concrete
 � Solid walls made of masonry
 � Solid walls made of aerated concrete
 � GKF shaft walls planked on both sides
 � Single-sided planked GKF shaft walls
 � Connection to clad steel girders1

Installation

 � Flush installation
 � Central installation
 � Flush installation in solid walls
 � Ready for installation ex works
 � Simple installation

1 Connection to clad steel supports in installation shaft walls or as a component of installation shaft walls

Requirements

 � Pipe system directive (LAR)
 � Model high-rise buildings directive (MHHR)
 � Regulatory framework for technical building  

regulations (VV TB)
 � DIN 4102 Part 11
 � Regional building regulations

Sizes

 � From small to big
 � Available in three standard sizes
 � Individual sizes on request
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Visual appearance

 � Individual design options
 � Colours, decors and veneers
 � Optional priming film - can be painted on-site 
 � Internal, optically unobtrusive overhead door closer

Locking device

 � Self-closing (overhead door closer)
 � Lockable by means of virtually flush-mounted profile  

half-cylinder
 � Can be integrated into the masterkey system for the  

building
 � Internal door handle

Secure

 � Non-combustible A2 – s1, d0 
 � Fire-tested from the inside and the outside
 � Smokeproof
 � Maximum temperature increase 180 K

Practical

 � Wrist strap for key included
 � Simple installation
 � Easy to open from the inside
 � Can be installed flush to floor
 � Can be installed in an elevated position
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Universally applicable, smoke-tight inspection opening closure for installation in solid and GKF shaft walls. The single-leaf inspection closure is suita-
ble as a large-format closure of inspection openings in fire-resistant installation shafts and thus offers the possibility of the best possible accessibility 
of technical installations. The requirements for inspection closures according to the Model High-Rise Building Directive with regard to fire resistance, 
smoke tightness and self-closing are fulfilled. 

PRIODOOR RTH
Inspection door 

Internal overhead door closer

Internal door handle

Piano hinge
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Material quality

Installation

 � Non-combustible material with surface coating, classification  
A2 – s1, d0

 � Standard surface is laminate
 � Standard colour is light grey – similar to RAL 7035, edges and 

chamfers in contrasting darker colour

 � Flush mounting
 � Central installation
 � Flush installation in solid walls 
 � Installation in solid walls
 � Installation in GKF shaft walls 
 � Installation flush with floor or raised 
 � Ready for installation ex works
 � Pre-assembly (max. 20 mm) to create a uniform plaster surface

 � PRIODOOR RTH in kit form
 � Black wrist strap

 � Various PRIORIT surfaces
 � Priming film - can be painted on-site
 � Aluminium decor

Scope of delivery

Options

Function

Structure

 � Fire resistance 30 or 90 minutes, fire-retardant/fireproof
 � Compliance with the maximum temperature increase in ac-

cordance with DIN 4102 Part 11 – 180 K
 � Smokeproof
 � Self-closing
 � Fire-tested from the inside and the outside
 � Non-combustible including the decorative surface A2 - s1, d0
 � Sound reduction index depending on size up to 37 dB

 � Single-leaf inspection hatch cover
 � With internal overhead door closer  
 � Angle of opening up to 120°
 � Flush-mounted profile half-cylinder – lockable from the outside
 � Stainless steel piano hinge
 � Right-hinged DIN door
 � Wraparound block frame
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Installation details

Installation in PRIOWALL wall system

Installation in shaft wall GKF

Flush installation

Flush installation
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Installation details

Installation in lightweight wall GKF

Flush installation

Flush installation
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Installation details

Connection to clad steel component as part of the installation shaft

Flush installation

Flush installation
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Installation details

Connection to clad steel component as part of the installation shaft

Flush installation

Flush installation
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Installation details

Installation in solid wall

Flush installation

Recessed installation

Front installation
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Specifications in mm

External dimensions

Internal dimensions

Art. kg

H x W x D mm H x W x D mm H x W mm kg DIN

Individual made-to-measure: Outer dimension height 600 - 2200 mm x width 600 - 1000 mm 

Fire resistance 30 minutes

RTH31-080-080 800 x 800 x 64 520 x 610 x 64 820 x 820 62 R/L1

RTH31-150-080 1500 x 800 x 64 1220 x 610 x 64 1520 x 820 110 R/L1

RTH31-210-090 2100 x 900 x 64 1820 x 710 x 64 2120 x 920 168 R/L1

Fire resistance 90 minutes

RTH91-080-080 800 x 800 x 64 520 x 610 x 64 820 x 820 62 R/L1

RTH91-150-080 1500 x 800 x 64 1220 x 610 x 64 1520 x 820 110 R/L1

RTH91-210-090 2100 x 900 x 64 1820 x 710 x 64 2120 x 920 168 R/L1

Basic dimensions Door hinge
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Art. Accessories

RTH-BS Mounting material for PRIODOOR RTH

DZ-Panik-E
2)

Automatic multipoint locking with panic function E

EP.E.8858 Magnet Reed Contact Set, Contents: 1 magnet, 1 reed contact with 4.0 m connection cable LIYY 4 x 0.14 mm², 2 housings, 2 spacer plates, 2 flanges and 4 
antimagnetic fixing screws (V4A)

1) Left-hinged DIN door on request 
2) Panic function E possible with PRIODOOR RTH from an internal height of 1720 mm
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PRIORIT AG  
Technologiepark Hanau
Margarete-von-Wrangell-Straße 23
D-63457 Hanau-Wolfgang

Telefon:  +49 6181 3640-0 
Telefax:  +49 6181 3640-210 

info@priorit.de
www.priorit.de

Technical changes and errors reserved. Technical changes and errors reserved. The test certificates and approvals specified in this catalogue may change due to changes in approvals or standards, through expiry of their validity, 
their withdrawal or replacement and our continued development and are therefore non-binding. No duplication or reproduction of this catalogue or parts thereof without our permission.  

© PRIORIT AG 14.06.2023-V7
Picture credits: Title page: © Maciej Noskowski/istockphoto.com, freepik.com

Production and safety
The ISO 9001 certification gives security.. All PRIORIT fire pro-
tection product development and manufacturing processes 
comply with internationally recognised rules. You can count 
on that! That’s for sure!


