PRIORIT

Planning tool PRIODOOR ETX-RDA Fire | Resistant | Components

Installation in solid wall or PRIOWALL

Al2
H1 B1 Geometric discharge
External element External element- H2 B2 max. surface in a straight

height width Clear height Clear width opening direction

[mm] [mm] [mm] [mm] angle [m?] CV*
500 1022 297 90° 0.26 0.8
600 1022 397 80° 0.36 0.8
700 1022 497 64° 0.42 1

1150
800 1022 597 53° 0.45 1
900 1022 697 46° 0.48 1
1000 1022 797 40° 0.49 1
500 1122 297 90° 0.29 0.8
600 1122 397 80° 0.39 0.8
700 1122 497 64° 0.46 1

1250
800 1122 597 53° 0.49 1
900 1122 697 46° 0.52 1
1000 1122 797 40° 0.54 1
500 1222 297 90° 0.31 0.8
600 1222 397 90° 0.43 0.8
700 1222 497 90° 0.56 0.8

1350
800 1222 597 77° 0.65 1
900 1222 697 65° 0.72 1
1000 1222 797 57° 0.77 1
500 1272 297 90° 0.32 0.8
600 1272 397 90° 0.45 0.8
700 1272 497 90° 0.58 0.8

1400
800 1272 597 77° 0.68 1
900 1272 697 65° 0.75 1
1000 1272 797 57° 0.80 1
500 1372 297 90° 0.35 0.8
600 1372 397 90° 0.49 0.8
700 1372 497 90° 0.62 0.8

1500
800 1372 597 77° 0.74 1
900 1372 697 65° 0.81 1
1000 1372 797 57° 0.86 1
500 1472 297 90° 0.38 0.8
600 1472 397 90° 0.52 0.8
700 1472 497 90° 0.67 0.8

1600
800 1472 597 77° 0.79 1
900 1472 697 65° 0.87 1
1000 1472 797 57° 0.93 1
500 1572 297 90° 0.40 0.8
600 1572 397 90° 0.56 0.8
700 1572 497 90° 0.72 0.8

1700
800 1572 597 77° 0.84 1
900 1572 697 65° 0.93 1
1000 1572 797 57° 0.99 1
500 1672 297 90° 0.43 0.8
600 1672 397 90° 0.59 0.8
700 1672 497 90° 0.76 0.8

1800
800 1672 597 77° 0.90 1
900 1672 697 65° 0.98 1
1000 1672 797 57° 1.05 1
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PRIORIT

Fire | Resistant | Components

Installation in solid wall or PRIOWALL

Al2
H1 B1 Geometric discharge
External element External element- H2 B2 max. surface in a straight

height width Clear height Clear width opening direction

[mm] [mm] [mm] [mm] angle [m?] Cv*
500 1772 297 90° 0.45 0.8
600 1772 397 90° 0.63 0.8
700 1772 497 90° 0.81 0.8

1900
800 1772 597 77° 0.95 1
900 1772 697 65° 1.04 1
1000 1772 797 57° 1.11 1
500 1872 297 90° 0.48 0.8
600 1872 397 90° 0.66 0.8
700 1872 497 90° 0.85 0.8

2000
800 1872 597 77° 1.00 1
900 1872 697 65° 1.10 1
1000 1872 797 57° 1.18 1
500 1972 297 90° 0.50 0.8
600 1972 397 90° 0.70 0.8
700 1972 497 90° 0.90 0.8

2100
800 1972 597 77° 1.06 1
900 1972 697 65° 1.16 1
1000 1972 797 57° 1.24 1
500 2072 297 90° 0.53 0.8
600 2072 397 90° 0.74 0.8
700 2072 497 90° 0.94 0.8

2200
800 2072 597 77° 1.11 1
900 2072 697 65° 1.22 1
1000 2072 797 57° 1.30 1
500 2172 297 90° 0.55 0.8
600 2172 397 90° 0.77 0.8
700 2172 497 90° 0.99 0.8

2300
800 2172 597 77° 1.16 1
900 2172 697 65° 1.28 1
1000 2172 797 57° 1.37 1
500 2272 297 90° 0.58 0.8
600 2272 397 90° 0.81 0.8
700 2272 497 90° 1.03 0.8

2400
800 2272 597 77° 1.22 1
900 2272 697 65° 1.34 1
1000 2272 797 57° 1.43 1
500 2372 297 90° 0.60 0.8
600 2372 397 90° 0.84 0.8
700 2372 497 90° 1.08 0.8

2500
800 2372 597 77° 1.27 1
900 2372 697 65° 1.40 1
1000 2372 797 57° 1.49 1

|| = Standard sizes catalogue

* Flow coefficient (C,)

C, Ratio of aerodynamically effective opening area A,gro to geometric opening area Ag

C = AAero / AG
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PRIORIT

Fire | Resistant | Components

Installation in solid wall or PRIOWALL

Al2
H1 B1 Geometric discharge
External element External element- H2 B2 max. surface in a straight
height width Clear height Clear width opening direction
[mm] [mm] [mm)] [mm] angle [m?] CV*

Acceptance:
Opening angle <80°
Geometric discharge area in straight direction Ag (see area A 1.2)
= aerodynamic effective opening area Augo

->C,=1

Opening angle 80° - 90°
>C,=08

Installation and freight costs are project-related and must therefore be requested separately. In the case of installation
by your own personnel, instruction by a PRIORIT fitter is strongly recommended.

We reserve the right to make technical changes and errors. Please observe the national legislation / approval procedures
applicable to the construction project. The test certificates and approvals mentioned may change due to changes in
approvals or standards, expiry of validity, withdrawal / replacement and are therefore not binding. Reproduction and
distribution of the planning aid, or parts thereof, require our consent.
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