
Material
+ Decor

ClassA2

30

Fire
Resistance

Min.

90

Fire
Resistance

Min.

Protection
min leakage

Smoke

Chem

Universal, tightly closing inspection opening closure for flush 

mounting or for installation on the wall in shaft walls, solid walls or 

PRIOWALL. The closure is availabe single-leaf or doubl-leaf and is 

suitable for large-scale compliant partitioning of installation shafts 

and the partitioning of measuring equipment and distributors in 

escape and rescue routes. The inspection opening closure is tightly 

sealed all around and offers fire resistance for 30/90 minutes.

The product has been equipped with a bolt lock without latch. This 

means that the inspection opening closure cannot fall into the lock 

and can be easily pushed open from the inside, unless it is actively 

locked from the outside with a key.

 30/90 minutes fire resistance, fire retardant/fire resistant

 EI 30 io, EI 90 io classification

 Smoke protection

 Leak-proof closing

 Sound reduction index depending on size up to 40 dB

Function

   PRIODOOR RTX
Inspection Opening Closure 

Discreet, inconspicuous 

and large-area access 

for installation shafts
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 Profile single cylinder, rosette 

option

  Circumferential block frame

 Discreet, unobtrusive door stainless 

steel hinges

 Circumferential fire and smoke 

protection seals

 Inspection opening closure with high mechanical resistance

 Flush mounting or for installation on the wall

 Single and double-leaf design

 Circumferential block frame 43 mm wide

 Circumferential smoke and fire seals, expand automatically in the 

event of a fire

 Door closes flush with frame, opening angle ca. 180°

 Mortise lock, Locking system with single cylinder

 Door stop position DIN right, optionally DIN left

 Door detachable

 Door hinges in stainless steel  PRIODOOR RTX as a kit 

 Non-combustible board with surface coating, 

classification A2 – s1, d0

 Standard laminate surface

 Colour light grey, similar to RAL 7035, edges and bevels in differ-

ent colour

PRIODOOR RTX Inspection opening closure

Construction Material characteristic

Scope of delivery
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PRIODOOR RTX Inspection Opening Closure

Dimensions for individual sizes

* From 1676 up to 2000 mm with manufacturer‘s declaration of conformity

30

Fire
Resistance

Min.  90

Fire
Resistance

Min.

Wall PRIOWALL

GRP stud wall

Solid Wall
Steel columns, 

cladplanking on 
one side

planking on 
both sides

Installation type
Width min - max [mm]

Hight min - max [mm]

si
n

gl
e-

le
af

Flush installation
400 – 1000

490 – 2500

Mounting on the wall
400 – 1000

490 – 2500

d
ou

b
le

-l
ea

f

Flush installation
701 – 1675 (2000*)

490 – 2500

Suspended mounting on the 
wall

701

490

701 – 1675 (2000*)

490 – 2500

Standing mounting on the wall
(floor-level installation)

701 – 1200

490 – 2000
701 – 1675 (2000*)

490 – 2500
or

1200 – 1675

 490 – 1450
*  with manufacturer‘s of conformity
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90

Fire
Resistance

Min.

90

Fire
Resistance

Min.

30

Fire
Resistance

Min.

30

Fire
Resistance

Min.

Installation details

PRIODOOR RTX Inspection Opening Closure

Installation of GRP metal stud wall

Flush installation Flush installation

Mounting on the wall Mounting on the wall
42

43-10020

≥63

22

≥ 20 mm

≥ 20 mm

≥ 20 mm

≥ 20 mm

≥ 
20

 m
m

≥ 
20

 m
m

Swing side
Mounting link

Rough opening

Clear frame 
passage width

Non-combustible 
underlay material

≥ 12,5 mm

≥ 12,5 mm

43(-100)

42

Swing side

Mounting link

Clear frame 
passage width

Rough opening

UA Profile

Non-combustible 
underlay material

42

43 -100

56

21,5

≤ 
15

≥ 
12

,5

≥ 12,5

Swing side

Clear frame passage width

Rough opening

Gypsum/Plaster

Non-combustible 
underlay material

42

43-10020

≤ 
15

22

≥ 
20

≥ 
20

Swing side

Clear frame passage width

Rough opening

UA Profile

Non-combustible 
underlay material

Gypsum/Plaster

83

21,5
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90

Fire
Resistance

Min.

90

Fire
Resistance

Min.

30

Fire
Resistance

Min.

30

Fire
Resistance

Min.

PRIODOOR RTX Inspection Opening Closure

Installation of GRP shaft wall

Flush installation Flush installation

Mounting on the wall Mounting on the wall

≥ 
12

,5
 m

m

≥ 
12

,5
 m

m

≥ 
12

,5
 m

m

≥ 12,5 mm

≥ 12,5 mm

≥ 12,5 mm

≥ 12,5 mm

43-100

42

Swing side

Mounting link

Clear frame 
passage width

UA Profile

Non-combustible 
underlay material

≥ 20 mm

≥ 20 mm

≥ 20 mm

≥ 
20

 m
m

≥ 
20

 m
m

≥ 
20

 m
m

≥ 
20

 m
m

42
22

43 -10020

≥63

≥ 20 mm

Swing side
Mounting link

Rough opening

UA Profile

Clear frame 
passage width Non-combustible 

underlay material

42

43-10020

≤ 
15

22

≥ 
20

≥ 
20

≥ 
20

≥ 
20

Swing side

Rough opening

Clear frame passage width

Non-combustible 
underlay material

Gypsum/Plaster

83

21,5

42

43-100

≤ 
15

≥ 
12

,5

≥ 
12

,5

≥ 
12

,5
≥ 

12
,5

≥ 12,5

21,5
68

≥ 12,5

≥ 12,5

≥ 12,5

Swing side

Rough opening

Clear frame passage width

Gypsum/Plaster

Non-combustible 
underlay material
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90

Fire
Resistance

Min.

90

Fire
Resistance

Min.

30

Fire
Resistance

Min.

30

Fire
Resistance

Min.

PRIODOOR RTX Inspection Opening Closure

Installation in solid wall

Flush installation Flush installation

Mounting on the wall Mounting on the wall

43-100

42

Swing side
Mounting link

Solid wall 
F 30/F 60/F 90

Anchor fitting and wall covering 
according to construction 
supervision approval

Clear frame 
passage width

Rough opening

Non-combustible 
underlay material

42

43-100

21,5

≤ 
15

≥ 30

≥ 73

acc. ETA/AbZ 
Anchor

Solid wall ≥ F 90

Swing side

Rough opening

Clear frame passage width

Gypsum/Plaster

Non-combustible 
underlay material

43-10020

42
22

≥63

Swing side

Mounting link

Solid wall 
F 30/F 60/F 90

Anchor fitting and wall covering 
according to construction 
supervision approval

Clear frame 
passage width

Rough opening
Non-combustible 
underlay material

42

43-100

21,5

≤ 
15

22

20

≥ 30

≥ 73

acc. ETA/AbZ 
Anchor

Solid wall ≥ F 90

Swing side

Rough opening

Clear frame passage width

Non-combustible 
underlay material

Gypsum/Plaster

The information must be verified on the construction site.
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90

Fire
Resistance

Min.30

Fire
Resistance

Min.

PRIODOOR RTX Inspection Opening Closure

Connection to covered steel component as part of the installation shaft

Flush installation Flush installation

42

43-10020

≥63

22

Swing side

Mounting link

clad steel component

Rough opening

Clear frame 
passage width

Non-combustible 
underlay material

43-100

42

Swing side

Mounting link

clad steel component

Clear frame 
passage width

Rough opening

Non-combustible 
underlay material

43 -10020

42

≥63

22

Swing side
Mounting link

Weld on strap 50 x 5 
in anchor area

clad steel component

Clear frame 
passage width

Rough opening
Non-combustible 
underlay material

43-100

 4
2

Swing side

Mounting link

Weld on strap 50 x 5 
in anchor area

clad steel component

Clear frame 
passage width

Rough opening

Non-combustible 
underlay material
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90

Fire
Resistance

Min.30

Fire
Resistance

Min.

PRIODOOR RTX Inspection Opening Closure

Connection to covered steel component as part of the installation shaft

Mounting on the wall Mounting on the wall

≤ 
15

22

43-10020

≥ 
20

≥ 
20

42
Swing side

Rough opening

Clear frame passage width

Non-combustible 
underlay material

Gypsum/Plaster

83

21,5

42

43-10020

≤ 
15

22

≥ 
20

≥ 
20

Swing side

Rough opening

Clear frame passage width

Non-combustible 
underlay material

Gypsum/Plaster

83

21,5

≥ 
12

,5

≥ 12,5

42

43-100

≤ 
15

Swing side

Rough opening

Clear frame 
passage width

Gypsum/Plaster

Non-combustible 
underlay material

56

21,5

≥ 
12

,5

≥ 12,5

42

43-100

≤ 
15

Swing side

Rough opening

Clear frame 
passage width

Gypsum/Plaster

Non-combustible 
underlay material

56

21,5
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90

Fire
Resistance

Min.90

Fire
Resistance

Min.30

Fire
Resistance

Min. 30

Fire
Resistance

Min.

PRIODOOR RTX Inspection Opening Closure

PRIODOOR RTX – Fire resistance 30 minutes, fire retardant PRIODOOR RTX – Fire resistance 90 minutes, fire resistant

Art.
kg

H x W x D mm H x W x D mm H x W mm kg DIN

Individual made-to-measure - see table on page 86

Fire resistance 30 minutes

RTX – 1-leaf (Flush and centered installation)

RTX31-078-068 785 x 685 x 42 699 x 599 x 42 805 x 705 38 R/L1

RTX31-123-068 1235 x 685 x 42 1149 x 599 x 42 1255 x 705 60 R/L1

RTX31-161-093 1610 x 935 x 42 1524 x 849 x 42 1630 x 955 106 R/L1

RTX31-221-093 2210 x 935 x 42 2124 x 849 x 42 2230 x 955 145 R/L1

RTX – 2-leaf (Flush and centered installation)

RTX32-123-118 1235 x 1185 x 42 1149 x 1099 x 42 1255 x 1205 102 –

RTX32-161-118 1610 x 1185 x 42 1524 x 1099 x 42 1630 x 1205 134 –

RTX32-221-118 2210 x 1185 x 42 2124 x 1099 x 42 2230 x 1205 183 –

RTX32-221-161 2210 x 1610 x 42 2124 x 1524 x 42 2230 x 1630 249 –

Fire resistance 90 minutes

RTX – 1-leaf (Flush and centered installation)

RTX91-078-068 785 x 685 x 65 659 x 559 x 65 805 x 705 44 R/L1

RTX91-123-068 1235 x 685 x 65 1109 x 559 x 65 1255 x 705 68 R/L1

RTX91-161-093 1610 x 935 x 65 1484 x 809 x 65 1630 x 955 116 R/L1

RTX91-221-093 2210 x 935 x 65 2084 x 809 x 65 2230 x 955 158 R/L1

RTX – 2-leaf (Flush and centered installation)

RTX92-123-118 1235 x 1185 x 65 1109 x 1059 x 65 1255 x 1205 117 –

RTX92-161-118 1610 x 1185 x 65 1484 x 1059 x 65 1630 x 1205 151 –

RTX92-221-118 2210 x 1185 x 65 2084 x 1059 x 65 2230 x 1205 205 –

RTX92-221-161 2210 x 1610 x 42 2084 x 1484 x 65 2230 x 1630 273 –

1) optionally DIN left door stop
Basic dimensions

Overall dimensions

Inside width

Door hinge

H

W

W

H

W

W

W

W

H

W

W

H

All-round 
false edge

Stop bead

Clear frame passage width

C
le

ar
 fr

am
e 

pa
ss

ag
e 

w
id

th

All-round 
false edge
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43 - 100*

4
3

 -
 1

0
0

*

>314

>
3

1
4

PRIODOOR RTX Inspection Opening Closure

 Technical ventilation on request

Options and accessories

Art. Accessories

Door accessories / locking cylinder

REV.BS Fixing material for solid wall and GRP shaft wall

DZ-ROS1 Door lock cylinder rosette on one side

EP.B.9484 Single cylinder 30/10, senate closure, incl. 2 cruciform keys 75 mm

EP.B.8716 Single cylinder keyed-differently without rosette

EP.E.8858
Magnet Reed Contact Set, Contents: 1 magnet, 1 reed contact with 4.0 m connection cable LIYY 4 x 0.14 mm², 2 housings, 2 spacer plates, 2 flanges and 4 
antimagnetic fixing screws (V4A)

Fixing material for flush mounting

REV.BS Fixing material for solid wall and GRP stud wall

Fixing material for mounting on the wall

REV.BS.AW Fixing material for solid wall and GRP stud wall

  Many PRIORIT surfaces possible  Continuous decors possible

  Frame width from 43 mm to 100 mm*   One-piece frame with 1-leaf lock 

* Valid from an inside width/inside height of the PRIODOOR RTX inspection opening closure of 314 mm.
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PRIODOOR RTX Inspection Opening Closure

Variants: PRIODOOR RTX with wall

One and two-leaf design – hanging mounted; front view

One and two-leaf design – standing mounting; front view

* With additional declaration of conformity

 Construction as PRIODOOR RTX inspection opening closure 

 Four-sided wall for wall mounting (Depth up to 300 mm)*

 Three-sided walls for mounting on bare floor (combination with 

PRIOWALL and PRIOCEIL) 

 Optional cable sealing(s) above and/or below

H
2

W2

H
1

W1

H
2

W2

H
1

W1
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30

Fire
Resistance

Min.

PRIODOOR RTX Inspection Opening Closure

PRIODOOR RTX with wall for single and double leaf with fire resistance 30 minutes

Art.
External dimension Light internal dimension

DIN
H1

min - max
W1

min - max
D1

min - max
H2

min - max
W2

min - max
D2

min - max

[mm] [mm]

Fire resistance 30 minutes

H
an

gi
n

g
 

m
ou

n
te

d

RTX – 1-leaf

RTXx1-UH-SAF 574-1584 484-1084 100-300 404-1414 310-914 58-258 R/L1

RTX – 2-leaf

RTXx2-UH-SAF 574-1584 785-1759 100-300 404-1414 616-1589 58-258 –

S
ta

n
d

in
g

 
m

ou
n

ti
n

g

RTX – 1-leaf

RTXx1-UH-SAF 542-2542 484-1084 100-800 414-2414 310-914 58-758 R/L1

RTX – 2-leaf

RTXx2-UH-SAF 542-2542 785-1759 100-800 414-2414 615-1589 58-758 –

Overall dimensions

Inside width

Variants: PRIODOOR RTX with wall

1) optionally DIN left door stop

42

43

D
1D

2

W2

W1

42

43 D
2

D
1

W2

W1

PRIODOOR RTX UH is offered on a project-by-project basis
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90

Fire
Resistance

Min.

PRIODOOR RTX Inspection Opening Closure

PRIODOOR RTX with wall for single and double leaf with fire resistance 30 minutes

Art.
External dimension Light internal dimension

DIN
H1

min - max
W1

min - max
D1

min - max
H2

min - max
W2

min - max
D2

min - max

[mm] [mm]

Fire resistance 90 minutes

H
an

gi
n

g
 

m
ou

n
te

d

RTX – 1-leaf

RTXx1-UH-SAF 574-1584 484-1084 100-300 364-1374 270-874 36-236 R/L1

RTX – 2-leaf

RTXx2-UH-SAF 574-1584 785-1759 100-300 364-1374 575-1549 36-236 –

S
ta

n
d

in
g

 
m

ou
n

ti
n

g

RTX – 1-leaf

RTXx1-UH-SAF 542-2542 484-1084 100-800 374-2374 270-874 36-736 R/L1

RTX – 2-leaf

RTXx2-UH-SAF 542-2542 785-1759 100-800 374-2374 575-1549 36-736 –

PRIODOOR RTX UH is offered on a project-by-project basis

1) optionally DIN left door stop

Variants: PRIODOOR RTX with wall 

Overall dimensions

Inside width

42

43

D
1D

2

W2

W1

42

43 D
2

D
1

W2

W1

Scope of delivery

 PRIODOOR RTX with wall as kit

96 www.priorit.deSeparation of fire and smoke compartments, securing escape routes, separation of technical building equipment

S
u

bj
ec

t 
to

 t
ec

h
n

ic
al

 c
h

an
ge

s.
 | 

S
ta

tu
s:

 0
4.

01
.2

02
4



PRIODOOR RTX Inspection Opening Closure
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